Touch Screen Display, mouse can be connected.

Four filters inside and total 8 filters position.

500 program can be store and 10000 results cab be saved.
Inbuilt- shaker

Inbuilt 40 column thermal printer for results and graph printing.
e Full plate reading within 5 second.

e User friendly windows software.

Servo voltage stabilizer
Warranty minimum 2years

Mini Autoclave

Supplied with SS inner chamber, SS outer body, SS basket
and SS Lid with Wing Nut closing arrangement

Automatic low water cut off device, Pressure control switch
Pedal lifting Device; Inner chamber 300x 500mm

Digital temperature controller with time. Alarm at set time.
ISO certified or equivalent

Warranty minimum 2years
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Water Purification Unit ;
o Single Glass distillation Unit with Borosilicate boiler, borosilicate condenser and

Quartz Heater, Horizontal type (1.5L out put capacity)
e Quartz boiler and Quartz condenser unit

Dist (Approx) output: 1.5/hr

Water consumption 601/hr

Biological activity: pyrogen free

Ph 6.9-7.0

ConductivityS/cm: , 1x10°

Distillation temperature 65-75°C.
e Water softner unit (2000L/cycle of regeneration
e Electronic Relay Unit for above Quartz Distillation Unit
_ Sensor Probes working on 12 V, Buzzer
o  Agquatherm Heat Exhanger (optional)

Warranty minimum 2years
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